DGN File: L\Standard_Drawings\Imper1al\20@8Approved\Signs (SNI\SN1BA.dgn

18-DEC-2007

SLB-1 SLIPBASE TOP CASTING WITH LOCK RING
ASTM A 536
SEE NOTE 4
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SLIPBASE GROUND STUB BASE
USE WITH BOTH SLB-1 & SLB-2 TOP CASTINGS
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SLB-2 SLIPBASE TOP CASTING WITH SET SCREWS
ASTM A 536
SEE NOTE 5
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3 - 34" x 34" SOCKET

SET CUP SCREWS ZINC PLATED
TORQUE SET SCREWS TO
BETWEEN 40 & 60 FT LBS

SECTION A-A
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- 5/8 " x 3/4" ;4i774€b—47— AN 3,0
SOCKET SET 7
FULL DOG SCREW @ﬁ \ B@ AAL
ZINC PLATED 81 | g
SEE NOTE 3 \ 4 TYP
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4 x 5 & 11 UNC T

0.005 OVER FOR PLATING

SECTION B-B

TYPICAL ASSEMBLY

STEEL POST

SLB-1 OR SLB-2
AS REQUIRED
SEE NOTES 4, 5

ZINC PLATED
LOCKING COLLAR
USE WITH SLB-1

SLIPBASE TOP
CASTING ONLY

38" THICKNESS

/6" DIA HOLES

30 GA. STEEL BOLT

RETAINING PLATE 0”3

ASTM A 563, G-90 N\
COATING

54" x 27, HEX BOLT
TORQUE-60 FT-LBS
COAT BOLT WITH

AN OIL LUBRICANT
PRIOR TO TIGHTENING

LOCKING COLLAR INSTALLATION

POST

SLB-1
TOP CASTING

LOCKING COLLAR
SEE NOTE 1
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1. INSTALL POST AT TOP OF LOWER CHAMFER OF LOCKING COLLAR. o NN\s
I z 5
2. SEAT AND TORQUE (60 FT LBS) LOCKING COLLAR ONTO POST % 5 \|&
PRIOR TO INSTALLING TOP CASTING ONTO POST STUB. = zg '
> =
o =
3. DRILL '+ HOLE IN ONE OF THE UPPER SET SCREW LOCATIONS z7 z
AND INSTALL A SOCKET SET FULL DOG SCREW. 5& Io
4. USE SLB-1, LOCK RING CASTING. WITH SIGN PANEL WIDTH OF
4 FEET OR LESS. DO NOT EXCEED 16 SQ FT.
—~
5. USE SLB-2, SET SCREWS CASTING. WITH SIGN PANEL GREATER ™
THAN 4 FEET WIDE. nggLu
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POST OUTSIDE THICKNESS MATERIAL AND COATING — -
TYPE DIAMETER (GAUGE ) REQUIREMENTS dzq 2
p3 T 0.134" ASTM-513 oL =
8 (BWG 10) GALVANIZED TO MEET ASTM A-653-G30 — s
P4 1,0 0.160" ASTM-513 w o
2" (NP 40) GALVANIZED TO MEET ASTM A-653-G30 &
p5 21, 0.276" ASTM—500 z
8 (SCH 0.80) | GALVANIZED TO MEET ASTM-123 o
STD DWG

POST SIZE AND SIGN SIZE DETERMINED BY BASE
MANUFACTURER'S WIND LOADING REQUIREMENTS.
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